VENTED CABIN STOVE
INSTALLATION AND OPERATION INSTRUGTIONS

mopeL NS-1850RV

IMPORTANT

Read and understand instructions before installing or using the stove. Retain instructions for
future reference.
Check and local codes for permitted use.
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I. SPECIFICATIONS

Model NS-1850RV

Type Forced-flue (FF type), pot type

Ignition Electric lighting (coil heater)

Fuel type Water-clear Kerosene/Diesel oil

Heat rating High 1500 kcal/h, 1750 W (6,300 BTU/h)

Low 900 kcal/h, 1050 W (3,800 BTU/h)

Fuel consumption

High : 0.18 {/h (0.048 gal./h)
Low: 0.114/h (0.029 gal./h)

Heating efficiency

Approx. 90%

Width 464 mm (18-1/4 in.)
Dimensions Depth 350 mm (13-3/4 in.)

Height 220 mm {8-5/8 in.)
Weight 11.0kg (24.3 Ibs.)

Power source

DC12V(DC10—16V)

Power consumption

Igniting : 78 W (3 min.)
Burning : High 17 W
Low 10W

Current fuse

10A

Safety devices

* Ignition safety device

* Flame sensor

* Overheat prevention device

* Power failure safety device

* Burner bottom temp. sensor

* Low/high/reverse voltage safety device

Exhaust pipe

Nominal: ¢ 25 mm (¢ 1 in.)

intake pipe

¢ 30 mm (¢ 1-3/16in.)

Cooking plate

Ceramic glass

Boiling efficiency

High: Approx. 45% (Flat pot)
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II. NAMES OF PARTS AND ACCESSORIES

Indicator lamp Select switch

Operation switch

Safety guard

Upper heated-air outlet Remote control

Ceramic plate

P

Top plate

Air intake S g
Suction inlet

Fuse

Intake air pipe

Remote control terminal

Power supply cord terminal

ACCESSORIES:

Flue pipe top @ 1 pc.

Flexible exhaust pipe | Q0D 1 pc. 8“3_‘;‘/4 in)

Flexible intake air pipe | CIIIIIITIIIEID | 1pc. 33540,

Pipe hoider @ 2 pes.
Pipe band | @7 | 2 pcsl
Power supply cord | @ 1m(3-1/4 ft.)
Fuelpipe | @6' I m(31/41)
Strainer | @@ | 1 pQ. -

Tank cap adaptor |- 1 pc.

-2 pcs.

Insert cap nut

Sleeve 2 pcs.

Tapping screw 12 pcs. (¢4 x 16)

LRSI

2 pcs. (¢3x 16)

Tapping screw




III. OPERATION AND PRECAUTIONS

A. CHECK BEFORE OPERATION:

* Make sure that there is no oil leakage in the fuel feed line between the fuel tank and the
fuel pipe jointed to the stove unit.

¥ Make sure also that there is no inflammable objects left out around the ceramic top plate
and the exhaust pipe.

¥ Flue pipe top must be installed in such a manner that it’s top comes outdoors.
* Do not use stove while in drive.

* This stove is the forced-flue type having the structure by which emission gas is forcedly
exhausted to outdoor.
Make sure, therefore, that all the joints of the exhaust pipes are connected securely. Care
must be taken not to let emission gas into the rooms, since it is extremely dangerous to
human life.

* Do not operate stove with ceramic plate broken.

B. FUEL

This stove can be used with kerosene or diesel oil.
Use only water-clear kerosene or diesel oil.
Never use gasoline or other flammable liquids.

C. LIGHTING

Press the power “ON" switch on, so that the power lamp will light up and the igniter will be
heated in red. In approximately six (6) seconds, blower motor and fuel pump start at “LOW"’
mode. Flame sensor starts in approx. three (3) minutes after the power switch is turned on.
Igniter will be off at this time. Furthermore, after a low combustion of two minutes, either of
“HIGH" or “LOW" burning can be selected at option. Flame lamp lights up while flames are
in the stove. '

Caution: It may take a few lighting actions to light up the
stove in the first operation, since fuel may not be
properly filled in the fuel line in the beginning.
Try lighting up after waiting for a while.
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Caution: When you first use your stove, or fuel is out, fuel
pump may produce an audible operation noise at
ignition.

This is only temporary.

Caution: It will take several hours after the first operation
to remove odor of adhesives for heat insulator
inside of unit by heat. - N 2N




