UCTION MANUAL

DI ACINM Tl.l: \Y.ViV g
FLAUIING 111 VViIL
A

RT # 20450013

74
n

STR
E

D
n

P

DC- amr)(‘ ﬁn
SC-150/0MNI 85 1
Rad 40/Rad 101
699. 35021/RC-41
RC-41F/Sunstream II
Rad Fan 111

RC-11 D, E/Rad 10N

Burning the old wick dry before you remove it will eliminate most of
the kerosene and make the wick easier to heandie.

I Before disassembling your heater,
Remove the betteries from the battery holder.

RELEASE THE AUTOMATIC EXTINGUISHER
To release the automatic extinguisher by pushing down on the set lever.
REMOVE THE HEAT CHAMBER

TEAL LEANMZEES

After the heat chamber has cooled completely, open the front grille and
remove the heat chamber.

REMOVE THE CABINET

Grasp the wick adjuster knob and pull it straight off the
Also take off the knob on the shaft of the igniter lever
forth,

Lift out the removable tank, and set it aside.

Remove the batteries.

Remove the three (3) thumbscrews at the sides and the rear of the cabinet.
Finally, lift off the cabinet while bringing it slightly forward to clear the wick
adjuster shaft and the igniter lever. Then disconnect the two electrical leads
(red and white) attached to the battery holder.
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REMOVE THE WICK ADJUSTER ASSEMBLY
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Remove the three (3) wing nuts around the wick adjuster
assembly. Lift the assembly off the heater while moving it
slightly back and forth.
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5. REMOVE THE OLD WICK
Slide two fingers between the orange band on the wick and
the silver wick sleeve attached to the wick adjuster. Lift the
pins in the wick off the slots in the wick sleeve.
After lifting all three (3) pins off the slots, fold the wick and

rémove it. Leave the wick sieeve in place.
INSTALL THE NEW WICK

Place the wick adjuster assembly on its side. that
wick is in the wick adjuster with the three (3) holes in
section of the sleeve closer to the inside burn chamber.
At this time, you must iine up the three {3} opening in the
wick adjuster: 1) the holes in the sleeve, 2) the diagonal slot:
in the fixed part of the wick adjuster, and 3) the slots in the
moving part of the wick adjuster controlled by the wick

adjuster knob.

Fold the new wic

Insure

-

h
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and insert it into the assembly
Place one of the pins in one of the lined-up openings. If you
experience difficulty, gently turn the wick adjuster knot
clockwise. Then place the two other pins, turning the wick
adjuster knob if necessary. Do not bend the sleeve.

Finally, gently press the wick, all along its circumference
against the wick adjuster to insure that it is firmly in place.
REPLACE THE WICK ADJUSTER ASSEMBLY

Lower the wick adjuster assembiy inio the fuei tank, guiding
the tail of the wick so it fits over the primary air tube and
evenly into place.

Point the wick adjuster shaft to the front of the heater.
Insure that the wick adjuster is centered over the studs on

the fuel tank, !

A. The space between the wick adjuster and the primary air
tube should be even all around.

Make certain the top of the wick adjuster and the top of
primary air tube are the same height. If they are uneven,
the flames tend to be uneven, too.

B.

Tighten the three (3) wing nuts around the wick adjuster

assembly.

Insure that the wick moves smoothly up and down. Engage
the automatic extinguisher reset knob by turning it clockwise,
Turn the wick adjuster knob clockwise to raise the wick.
Then turn it 'back and forth to observe the movement of the

If the wick doec not move

wic ke
use heater. Disassemble and repeat Items 5 and 6. Wick height
on position (1) of 3-step wick adjuster should be 7mm (9/32

in.) when wick adjuster knob fully clockwise. Please check.

smoothly and easily do not
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AFTER REPLACING THE WICK, CHECK THE OPERATION
OF THE AUTOMATIC EXTINGUISHER.

MOTE: Be careful to trim ONLY stray fibers. DO NOT

cut the body of the wick.
NOTE: Remember a!wavs start new wick on position(Q)
of 2-stapn wick

Remove the wic
once more,

adjuster knob from the wick adjuster shaft

8. REASSEMBLE THE HEATER.

| 2. After the hea

1. To release the automatic extinguisher, turn the set knob counterclockwise.

t chambea

heat chamber.



3. Grasp the wick adjuster knob and pull it straight off the wick adjuster shaft.

Take off the igniter knob by twisting back and forth.

Remove the three (3) thumbscrews at the sides and rear of the cabinet, then

lift the cabinet off the fuel tank.

holder.

Disconnect the two electrical leads (red and white) attached to the battery

Remove the three (3) wing nuts around the wick adjuster
assembly. Lift the assembly off the heater while moving it
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. Slide two fingers between the orange band on the wick and
the silver wick sleeve attached to the wick adjuster. Lift the
pins in the wick off the slots in the wick sleeve.

After lifting all three (3) pins off the slots, fold the wick and
remove it.

Leave the wick sleeve in place.

Replace the wick adiuster knob on the wick adjuster shaft.
Place the wick adjuster assembly on its side. Insure that the
wick is in the wick adjuster with the holes in the section of
the sleeve closer to the inside burn chamber.

At this time, you must line up the three (3) opening in the
wick adjuster:

1) the holes in the sleeve, 2) the diagonal slots in the fixed
part of the wick adjuster, and 3) the slots in the moving part
of the wick adjuster controlled by the wick adjuster knob.
Fold the new wick in quarters and insert it into the assembly .
Place one of the pins in one of the lined-up openings. If you
experience difficuity, gently
clockwise. Then place the two other pins, turning the wick
adjuster knob if necessary. Do not bend the sleeve.

Finally, gently press the wick, all along its circumference,
against the adjuster to insure that it is firmly in place.

Lower the wick adjuster assembly into the fuel tank, guiding
the tail of the wick so it fits over the primary air tube and
evenly into place.

Point the wick adjuster shaft to the front of the heater. Insure
that the wick adjuster is centered over the studs on the fuel
tank.

S T

turn the wick adjuster knob

NOTE: The space between the wick adjuster and the primary air

13.
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tube should be even all around.

Make certain the top of the wick adjuster and the top of
primary air tube are the same height. |f they are nueven,
the flames tend to be uneven, too.

Tighten the three (3) wing nuts around the wick adjuster
assembly .

Engage the automatic extinguisher by turning the set knob
clockwise into vertical position.

Operate the wick adjuster knob to be sure the wick moves
smoothly up and down.

AFTER REPLACING THE WICK, CHECK THE OPERA-
TION OF THE AUTOMATIC EXTINGUISHER.

Wick height on position @ of 3step wick adjuster should
be 8 mm (5/16 in.) when wick adjuster knob fully clockwise.
Be sure to check.

OTE: Remember always start new wick on position @ of 3step
wick adjuster.
OTE: If wick does not move smoothly and easily, or wick

height is more or less than 7 mm (9/32 in.), do not use
heater, disassemble and repeat Items 9 through 14.
£
l
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appear on the top
them with a scissors carefully.
DO NOT cut the body of the wick.

Remove the wick adjuster knob from the wick adjuster shaft
once more.

15. REASSEMBLE THE HEATER.
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RELEASE THE AUTOMATIC EXTINGUISHER

To release the automatic extinguisher by pushing down on the set lever.

3 OCMOVE THE HEAT CHAMRER
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After the heat chamber has cooled completely, open the front grille and
remove the heat chamber.

REMOVE THE CABINET

Grasp the wick adjuster knob and pull it straight off the wick adjuster shaft.
Also take off the knob on the shaft of the igniter lever by twisting back and

forth.

Lift out the removable tank, and set it aside.

Remove the batteries.

Remove the three (3) thumbscrews at the sides and the rear of the cabinet.
Finally, lift off the cabinet while bringing it slightly forward to clear the wick
adjuster shaft and the igniter lever. Then disconnect the two electrical leads

(red and white) attached to the battery holder.

REMOVE THE WICK ADJUSTER ASSEMBLY

Remove the three (3) wing nuts around the wick adjuster
assembly. Lift the assembly off the heater while moving it
slightly back and forth.
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Wick Adjuster
(Cutaway View)

5. REMOVE THE OLD WICK

Slide two fingers between the orange band on the wick and
the silver wick sleeve attached to the wick adjuster. Lift the
pins in the wick off the siots in the wick sieeve.

After lifting all three (3) pins off the slots, fold the wick and
remove it. Leave the wick sleeve in place.

INSTALL THE NEW WICK

Place the wick adjuster assembly on its side. Insure that the
wick is in the wick adjuster with the three (3) holes in the
section of the sleeve closer to the inside burn chamber.

At this time, you must line up the three (3) opening in the
wick adjuster: 1) the holes in the sleeve, 2) the diagonal slots
in the fixed part of the wick adjuster, and 3) the slots in the
moving part of the wick adjuster controlled by the wick
adjuster knob.

Fold the new wick in quarters and insert it into the assembly.
Place one of the pins in one of the lined-up openings. If you
experience difficulty, gently turn the wick adjuster knob
clockwise. Then place the two other pins, turning the wick
adjuster knob if necessary. Do not bend the sleeve.

Finally, gently press the wick, all along its circumference,
against the wick adjuster to insure that it is firmly in place.
REPLACE THE WICK ADJUSTER ASSEMBLY

Lower the wick adjuster assembly into the fuel tank, guiding
the tail of the wick so it fits over the primary air tube and
evenly into place.

Point the wick adjuster shaft to the front of the heater.
Insure that the wick adjuster is centered over the studs on
the fuel tank.

A. The space between the wick adjuster and the primary air
tube should be even all around.

Make certain the top of the wick adjuster and the top of
primary air tube are the same height. If they are uneven,
the flames tend to be uneven, too.

B

Tighten the three (3) wing nuts around the wick adjuster
assembly.

Insure that the wick moves smoothly up and down. Engage
the automatic extinguisher reset knob by turning it clockwise.
Turn the wick adjuster knob clockwise to raise the wick.
Then turn it back and forth to observe the movement of the
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Wick Adjuster
(Cutaway View)

wick. If the wick does not move smoothly and easily do not
use heater. Disassemble and repeat Items 5 and 6. Wick height
on position (D of wick life extender should be 7 mm (9/32
in.) when wick adjuster knob fully clockwise. Please check.
AFTER REPLACING THE WICK,CHECK THE OPERATION
OF THE AUTOMATIC EXTINGUISHER.

NOTE: Be careful to trim ONLY stray fibers. DO NOT
cut the body of the wick.
NOTE Remember always stari new wick o |
Uic nememoer IWays siart new wiCk on position\J |

e a
of wick life extender.

Remove the wick adjuster knob from the wick adjuster shaft
once more.

8. REASSEMBLE THE HEATER.

DC-80/DC-60/SC-150/OMNI 85 I

To release the automatic extinguisher, turn the set knob
counterclockwise.

REMOVE THE HETER COVER
Remove the three (3) large thumbscrews holding the heter
cover; lift off the cover with the carrying handle.

REMOVE THE WICK ADJUSTER ASSEMBLY

Remove the three (3) wing nuts around the wick adjuster
assembly. Lift the assembly off the heater while movihg it
slightly back and forth.

REMOVE THE OLD WICK

Slide two fingers between the orange band on the wick and
the silver wick sleeve attached to the wick adjuster. Lift the
pins in the wick off the slots in the wick sleeve.

After lifting all three (3) pins off the slots, fold the wick and
remove it. Leave the wick sleeve in place.

INSTALL THE NEW WICK

Use of substitute wicks can severely degrade heater per-
formance. ]

Place the wick adjuster assembly on its side. Insure that the
wick is in the wick adjuster with the three (3) holes in the
section of the sleeve closer to the inside burn chamber.

At this time, you must line up the three (3) opening in the
wick adjuster: 1) the hoies in the sieeve, 2} the diagonai siots
in the fixed part of the wick adjuster, and 3) the slots in the
moving part of the wick adjuster controlled by the wick
adjuster knob.

Fold the new wick in quarters and insert it into the assembly.
Place one of the pins in one of the lined-up openings. If you
experience difficulty, gently turn the wick adjuster knob
clockwise. Then place the two other pins, turning the wick
adjuster knob if necessary. Do not bend the sleeve.

Finally, gently press the wick, all along its circumference,
against the wick adjuster to insure that it is firmly in place.

REPLACE THE WICK ADJUSTER ASSEMBLY

Lower the wick adjuster assembly into the fuel tank, guiding
the tail of the wick so it fits over the primary air tube and
evenly into place.

Point the wick adjuster shaft to the front of the heater.
Insure that the wick adjuster is centered over the studs on
the fuel tank.

Tmm &
(9732 inch) i

Wick Adjuster
(Cutaway view)
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A. The space between the wick adjuster and the primary air
tube should be even all around.

B. Make certain the top of the wick adjuster and the top of
primary air tube are the same height. If they are uneven,
the flames tend to be uneven, too.

Tighten the three (3) wing nuts around the wick adjuster

assembly. :

Insure that the wick moves smoothly up and down. Engage

the automatic extinguisher reset knob by turning it clockwise.

Turn the wick adjuster knob clockwise to raise the wick.

R oY ~ Abhoncun n mAaun =y
forth to observe the movement of the

Then turn it back and
wick. If the wick does not move smoothly and easily do not
use heater. Disassemble and repeat Items 5 and 6. Wick height
on position (1) of 3-step wick adjuster should be 7mm (9/32
in.) when wick adjuster knob fully clockwise. Please check.

AFTER REPLACING THE WICK,CHECK THE OPERATION

OF THE AUTOMATIC EXTINGUISHER.

NOTE. Be careful to trim ONLY stray fibers.
cut the body of the wick.

DO NOT

Remember always start new wick on position D)
£ D stnes asinls A H
of 3-step wick a

REASSEMBLE THE HEATER

Rad 40/Rad 101/699.35021/RC-41/RC-41F/

Sunstream II/Rad Fan 111
7

Release the automatic extinguisher by pushing the manual
shutoff button.

After the heat chamber has cooled completely, open thegrille,
and remove the heat chamber. Remove batteries from the
battery holder on the rear of the cabinet.

. Take off the wick adjuster knob from its shaft by pulling out-

ward.

Lift out the removable tank and set it aside. Remove the three
(3) thumbscrews at the sides and rear of the cabinet, and lift
cabinet off, bringing it slightly forward to clear the wick ad-
juster shaft.

Disconnect the two electrical leads (red and white) attached
to the battery holder.

Remove the three (3) wing nuts around the wick adjuster. Lift
the wick adjuster off the heater while moving it slightly back
and forth.

. Slide two fingers between the orange band on the wick and

the silver wick sleeve attached to the wick adjuster. Lift the
pins in the wick off the slots in the wick sleeve. After lifting
all three (3) pins off the slots, fold the wick and remove it.
Leave the wick sleeve in place.
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Replace the wick adjuster knob on the wick adjuster shaft.
Place the wick adjuster on its side. Next, line up the three (3)
nnﬂnrnn‘.‘ in the wick adjuster:

1) the holes in the sleeve, 2} the diagonal slots in the fixed
part of the wick adjuster, and 3) the slots in the moving part
of the wick adjusier controiied by the wick adjuster knob.
WARNING: NEVER replace the sleeve up side down.

—_, UP
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Fold the new wick in quarters and insert it into the wick ad-
juster from wick adjuster bottom. Place one of the pins in one
of the linred-up openings. If you experience difficulty, gently
turn the wick adjuster knob clockwise. Then insert the two
other pins, turning the wick adjuster knob if necessary. Do
not bend the sleeve.

Finally, gently press the wick, all along its circumference,
against the adjuster to insure that it is firmly in place.

Lower the wick adjuster into the fuel sub tank, quiding the
tail of the wick so it fits over the primary air tube and evenly
into place.

Point the wick adjuster knob to the front of the heater. Insure
that the wick adjuster is centered over the studs on the fuel

MOTE: The space between the wick adjuster and the primary
air tube should be even all around.
NOTE: Make certain the top of the wick adjuster and the

top of primary air tube are the same height. If they
are uneven, the flames tend to he uneven, too

Tighten the three (3) wing nuts around the wick adjuster.

Turn the wick adjuster knob to be sure the wick moves smooth-
ly up and down.
AFTER REPLACING TH
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E WICK, CHECK THE OPERA-

IC EXTINGUISHER
e CATIVOUIaCn,

Wick height on position (1) of the wick life extender should
be 7 mm (9/32 in.) when wick adjuster knob is turned fully

Wick hewght ek clockwise. Be sure to check,
L NOTE: Remember always to start a new wick on position @of
the wick life extender,
Bl MOTE: If wick does not move smoothly and easily, or wick
ST mmig 32 height on position (1) of the wick life extender is not in
the range of 6-7 mm (1/4.9/32 in )}, do not use heater,
Disassemble and repeat items 8 through 13,
MOTE: If any ragged edges appear on the top of the wick, trim

them with a scissors carefully, DO NOT cut the body of
the wick.

14, REASSEMBLE THE HEATER

RC-11 D, E/Rad 10 N
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Release the automatic extinguisher by pushing down on the |

manual shutoff.

After the heat chamber has cooled completely, open the
grille, and remove the heat chamber.

Hoamaove hatto
e, a ove eal aer

wove Dalle

the battery holder on the rear of the cabinet.

ries from

w

Fosw -
o o Top of
wick prOmary
adjuster a-r tube
- o m s c. a——

ian Wick

Wick

adjuster Primary
air tube

Wick Adjuster (Cutaway wiew)

. Remove the three (3) LARGE thumbscrews at the sides and

rear of the cabinet, then lift the cabinet off the fuel tank.

. Disconnect the two electrical leads (red and white) attached

to the battery holder.

. Remove three (3) wing nuts around the wick adjuster. Lift the

wick adjuster off the heater while moving it slightly back and
forth.

. Slide two fingers between the wick and the wick adjuster.

After lifting all three (3) pins off the slots, fold the wick and

remove il

. Place the wick adjuster on its side. Next, line up the two (2)

1) the diagonal slots in the

ananinog in tho wick adiuster:

cpenings 2 WICK adjusie

fixed part of the wick adjuster, and 2) the slots in the moving
part of the wick adjuster controlled by the wick adjuster knob.

e

adjuster from wnck adjuster bottom. Place one of the pins in
one of the lined-up openings. If you experience difficulty,
gently turn the wick adjuster knob clockwise. Then insert the

two other pins, turning the wick adjuster knob if necessary.

ck in guarters and insert it into the wick

. Finally, gently press the wick, all along its circumference,

against the adjuster to insure that it is firmly in place.

. Lower the wick and adjuster into the fuel tank, guiding the tail

of the wick so it fits over the primary air tube and evenly into
place.

Point the wick adjuster knob to the front of the heater. Insure
that the wick adjuster is centered over the studs on the fuel
tank.

MNOTE: The space between the wick adjuster and the primary
air tube shouid be even aii around.

NOTE: Make certain the top of the wick adjuster and the top

of primary air tube are the same halnhf

If they are

uneven, the flames tend to be uneven, too.

Wick Adjuster (Cutaway view)]

KNOB TO

. Tighten the three (3) wing nuts around the wick adjuster,

. Turn the wick adjuster knob to be sure the wick moves smoothly up and down.
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BY TURNING THE WICK ADJUSTER

ITS FULL ON POSITION AND THEN PUSHING DOWN THE

MANUAL SHUTOFF.

life extender is @

‘ Make sure that wick height sould be 7 mm (9/32 in ) and pin position of wick

13. REASSEMBLE THE HEATER
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