Instruction manual to connect and use the WiFi function of the TOYOTOMI Heater

CONNECT AND USE THE WiFi FUNCTION

NOTE: The power button needs to be turned off in order to setup WiFi.
NOTE: The app specifications are subject to change with or without notice.
1. On the smart phone download and install the application “Smart Life”.
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2. Register Account: The first time you use the “Smart Life” application you will need to register an account.
i. Accept the “User Agreement and Privacy Policy” and press “Agree”.
ii. Press “Sign Up”.
iii. Enter your email address and press “Get Verification Code”.

iv. Enter the verification code that was sent to the email address.
v. Set password and press “Done” to finish registration. You will be logged in to the app.
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3. Add a new device:
On the heater, turn the heater off first, then press and hold the SET button for 5 seconds.
WiFi lamp blinks quickly (EZ mode).
Press and hold the SET button for 5 seconds again.
WiFi lamp blinks slowly (AP mode).

NOTE: It will take maximum 10 seconds before blinking WiFi lamp.
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<Device select through Bluetooth connection >
NOTE: Turn ON the Bluetooth by settings on your device.
i. “Device to add TOYOTOMI HEATER” will be displayed, and press “Add”.
ii. Select the WiFi connection network, enter its password and press “Next”.
iii. The heater will automatically connect to the WiFi network.
iv. Press “Done”.You can rename the device.
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<Device select manually >

i. Press “Add Device” .

ii. Select “Small Home Appliances”.

iii. Then select “Heater (Wi-Fi)”

iv. Select the WiFi connection network, enter its password and press “Next”.
v. Press “Confirm the indicator is blinking”.

vi. Indicate the select screen of “Blink Slowly” and “Blink Quickly”.
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Reset the device
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Press and hold the RESET button for & seconds until
the indicator binks (subject to the user manual).

X
Select the status of the indicator light or
hear the beep:
Confirm the indicator is blinking Biink Slowly Blink Quickly.
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a. EZ mode (WiFi lamp blinks approximately 2 times per second):
i. Press “Blink Quickly”.
ii. The heater will automatically connect to the WiFi network.
iii. You can rename the device. Press “Done”.
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b. AP Mode (WiFi lamp blinks approximately once every 3 seconds) :
i. Press “Blink Slowly”.
ii. Press “Go to Connect”.
iii. Select the device called “SmartLife-xxxx” or “SL-xxxx” in the WLAN setting, then go back to the APP
interface and it will connect automatically.
iv. The heater will automatically connect to the WiFi network.
v. You can rename the device. Press “Done”.
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In case the connection is not successful, try the previous steps again paying attention to what connection mode the
heater is in (approximate flashes per second of the WiFi lamp).




USE THE WiFi FUNCTION

. Use and functions of the application:

Switch: Used to turn the heater on and off.

Mode: Used to change the operating mode of the heater.

Settings: It is used to change the configuration of your equipment
(and make the programming of the weekly timer).

— Key: Change to the lower the desired temperature in the room.

+ Key: Change to raise the desired temperature in the room.

2. Operating modes:

Normal: The heater will stop burning when detect that it exceeded the
ambient temperature desired by the user.
Weekly Timer: The heater will operate in weekly timer mode.

3. Setting mode:

Power Saver: Activate to save electric consumption.

Child Lock: Activate the child lock on the heater.

Weekly Timer: Open the programs of weekly timer.

Temperature symbol: Change the heater temperature symbol °C or °F.
Go to: Access to web site for TOYOTOMI.
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4. Programming the Weekly timer:
To set the weekly heater schedule, it must be setting each day of the
week and each day of the week has four programs.
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PO1 06:30 21°C >

P02 08:00 18°C >

P03 18:00 21°C >

P04 22:30 16°C >

5. Setting the program of weekly timer:
Touch the day of the week and program number, select the time and
temperature.
Time: Setting the time for operate the weekly timer in program.
Temperature (°C): Setting the temperature for operate the weekly
timer in program.
NOTE: When select “OFF” in the temperature, heater does not work
until next program.
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NOTE: This device complies with part 15 of the FCC Rules.

Operation is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including interference that may cause undesired operation.



FCC Compliance Statement

This equipment has been tested and found to comply with the limits for Class B digital devices, pursuant to Part
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses, and can radiate radio frequency energy and if not
installed and used in accordance with the instruction manual, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following
measures:

@ Reorient or relocate the receiving antenna.
@ Increase the separation between the equipment and receiver.
@ Connect the equipment to an outlet on a different circuit from the receiver.

@ Consult the dealer or an experienced radio/TV contractor for help.

To satisfy FCC/IC RF exposure safety requirements, a separation distance of 8 inches (20cm) or more should be
maintained between this device and persons. To ensure compliance, operation at closer than this distance is not
allowed.

FCC ID: 2ANDL-WBR1
IC: 23243-WBR1

Warring: Changes or modifications not expressly approved by TOYOTOMI could void the user's authority to
operate the equipment.

TOYOTOM/
TOYOTOMI U.S.A,, INC.

604 Federal Road, Brookfield, CT 06804
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